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in a fuel transportation unit, which
moves as mining progresses.

§ 75.1901 Diesel fuel requirements.
(a) Diesel-powered equipment shall

be used underground only with a diesel
fuel having a sulfur content no greater
than 0.05 percent and a flash point of
100 °F (38 °C) or greater. Upon request,
the mine operator shall provide to an
authorized representative of the Sec-
retary evidence that the diesel fuel
purchased for use in diesel-powered
equipment underground meets these re-
quirements.

(b) Flammable liquids shall not be
added to diesel fuel used in diesel-pow-
ered equipment underground.

(c) Only diesel fuel additives that
have been registered by the Environ-
mental Protection Agency may be used
in diesel-powered equipment under-
ground.

§ 75.1902 Underground diesel fuel stor-
age—general requirements.

(a) All diesel fuel must be stored in:
(1) Diesel fuel tanks in permanent

underground diesel fuel storage facili-
ties;

(2) Diesel fuel tanks on diesel fuel
transportation units in permanent un-
derground diesel fuel storage facilities
or in temporary underground fuel stor-
age areas; or

(3) Safety cans.
(b) The total capacity of stationary

diesel fuel tanks in permanent under-
ground diesel fuel storage facilities
must not exceed 1000 gallons.

(c)(1) Only one temporary under-
ground diesel fuel storage area is per-
mitted for each working section or in
each area of the mine where equipment
is being installed or removed.

(2) The temporary underground diesel
fuel storage area must be located—

(i) Within 500 feet of the loading
point;

(ii) Within 500 feet of the projected
loading point where equipment is being
installed; or

(iii) Within 500 feet of the last load-
ing point where equipment is being re-
moved.

(3) No more than one diesel fuel
transportation unit at a time shall be
parked in the temporary underground
diesel fuel storage area.

(d) Permanent underground diesel
fuel storage facilities and temporary
underground diesel fuel storage areas
must be—

(1) At least 100 feet from shafts,
slopes, shops, or explosives magazines;

(2) At least 25 feet from trolley wires
or power cables, or electric equipment
not necessary for the operation of the
storage facilities or areas; and

(3) In a location that is protected
from damage by other mobile equip-
ment.

(e) Permanent underground diesel
fuel storage facilities must not be lo-
cated within the primary escapeway.

§ 75.1903 Underground diesel fuel stor-
age facilities and areas; construc-
tion and safety precautions.

(a) Permanent underground diesel
fuel storage facilities must be—

(1) Constructed of noncombustible
materials, including floors, roofs, roof
supports, doors, and door frames. Ex-
posed coal within fuel storage areas
must be covered with noncombustible
materials. If bulkheads are used they
must be tightly sealed and must be
built of or covered with noncombus-
tible materials;

(2) Provided with either self-closing
doors or a means for automatic enclo-
sure;

(3) Provided with a means for per-
sonnel to enter and exit the facility
after closure;

(4) Ventilated with intake air that is
coursed into a return air course or to
the surface and that is not used to ven-
tilate working places, using ventila-
tion controls meeting the requirements
of § 75.333(e);

(5) Equipped with an automatic fire
suppression system that meets the re-
quirements of § 75.1912. Actuation of
the automatic fire suppression system
shall initiate the means for automatic
enclosure;

(6) Provided with a means of contain-
ment capable of holding 150 percent of
the maximum capacity of the fuel stor-
age system; and

(7) Provided with a competent con-
crete floor or equivalent to prevent
fuel spills from saturating the mine
floor.

(b) Permanent underground diesel
fuel storage facilities and temporary
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